LUR-040SxxxST2 Rev.A 40W 1P54

4kV, 6kV
Class |

5

LUR-040SxxxST2 40W IP54 90-305Vac

(mA) (mA) ® (mA) 120Vac @ 220Vac

700-1050 | 700-1050 1050 24 ~ 58 40 89.5% 0.99 0.96 LUR-040S105ST2

120Vac 220Vac

700 24 ~ 58 40 89.5% 0.99 0.96 LUR-040S105ST20001
750 24 ~ 53 40 89.5% 0.99 0.96 LUR-040S105ST20002
800 24 ~50 40 89.0% 0.99 0.96 LUR-040S105ST20003
850 24 ~ 47 40 89.0% 0.99 0.96 LUR-040S105ST20004
900 24 ~ 44 40 89.0% 0.99 0.96 LUR-040S105ST20005
1000 24 ~ 40 40 88.5% 0.99 0.96 LUR-040S105ST20006
1050 24 ~ 38 40 88.0% 0.99 0.96 LUR-040S105ST20007
1 40W

2 100% 220Vac ”
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LUR-040SxxxST2

Rev.A

40W 1P54

AC 90 Vac - 305 Vac
DC 127 vdc - 250 Vdc
47 Hz - 63 Hz
- - 0.70mA |IEC 60598-1; 240Vac/60Hz
- - 043A |100% 120Vac
- - 023A |100% 220Vac
2t i i 0.006 AZs 220Vac 25 10%Ipk-
10%Ipk =6.92 ys,
0.90 - - 220-240Vac, 50-60Hz, 75%-100%
) ) 15% 30-40W

-8%loset - 8%Ioset 100%
(loset)
LUR-040S105ST2 500 mA - 1050 mA
LUR-040S105ST2 700 mA - 1050 mA
(pk-pk) - 150%lomax | 200%lomax 100%
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@120Vac
LUR-040S105ST2 100% 25°
lo= 700 mA 86.0% 88.0% - 205
10=1050 mA 85.5% 87.5% -
@220Vac
LUR-040S105ST2 100% 25°
lo= 700 mA 87.5% 89.5% - 204
10=1050 mA 86.0% 88.0% -
i 1,000,000 i 220Vac 25 80% (MIL-HDBK-
Hours 217F)
i 85,000 i 220Vac 80% 75
Hours
-40 C - +90 C
-40 C - +80 C °
: 10%RH to 90%RH
-40 C - +85 C 1 5%RH to 95%RH
( xH) 3.54 x 1.54
( x H) 90 x 39
( xH) 3.54 x 1.26
( x H) 90 x 32
- 3609 -
CCC GB 19510.1, GB 19510.14
EMI
GB/T 177430 Conducted emission Test & Radiated emission Test
GB 17625.1 Harmonic current emissions
1 EMI ( ) EMI
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