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EUR-096SxxxDT(ST)系列为 96W 电流可调驱动器产品，其输入电压范围为 90-305Vac，且具有超高

的功率因数。此系列产品采用圆形外观设计，是一款专为工矿灯照明应用而研制的产品。超高的效率，紧凑

的外壳设计，良好的散热，极大地提高了产品的可靠性，并延长了产品的寿命。全方位的保护，包括防雷保

护、过压保护、短路保护及过温保护，更是保证了此款产品的无障碍运转。 
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120Vac  220Vac  

140-2100mA 1400-2100mA 2000mA 90~305 Vac/ 
127~300 Vdc 24 ~ 69Vdc 96 W 91.5% 0.99 0.96 EUR-096S210DT(4)

1400-2100mA 1400-2100mA 2000mA 90~305 Vac/ 
127~300 Vdc 24 ~ 69Vdc 96 W 91.5% 0.99 0.96 EUR-096S210ST(4)

 96 W 91.0% 0.99 0.96 EUR-096S350DT(5)

2450-3500mA 2450-3500mA 2700mA 90~305 Vac/ 
127~300 Vdc 14 ~ 39Vdc 96 W 91.0% 0.99 0.96 EUR-096S350

可通过电位器调节输出电流

DT 型号可通过软件编程调节输出电流

 两种调光控制可选：0-10V, PWM  (仅限 DT 型号)

 防雷保护：线对线 4kV, 线对地 4kV

 全方位保护：过温保护，过压保护，短路保护

 IP65 且适用于 UL 干燥，潮湿及多水环境

 Class 2 & SELV

 可用于北美 Class I, Division 2 的危险场合

 5 年质保
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EMI  ֜ ᶴ↕ 

EN 55015(1) Conducted emission Test &Radiated emission Test 

EN 61000-3-2 Harmonic current emissions 

EN 61000-3-3 Voltage fluctuations & flicker 

FCC Part 15(1) 

ANSI C63.4 Class B  

This device complies with Part 15 of the FCC Rules. Operation is subject to the 
following two conditions: [1] this device may not cause harmful interference, and [2] this 
device must accept any interference received, including interference that may cause 
undesired Operation. 

EMS  ֜ ᶴ↕ 

EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge 

EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS  

EN 61000-4-4 Electrical Fast Transient / Burst-EFT 

EN 61000-4-5 Surge Immunity Test: AC Power Line: line to line 4 kV, line to earth 4kV 

EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS  

EN 61000
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EUR-096S210DT/ST(Io=1400mA)                         EUR-096S210DT/ST(Io=2100mA) 

   
 

EUR-096S215DT(Io=1750mA)                            EUR-096S215DT(Io=2150mA) 
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过温保护 降电流模式。过温解除时，电流自动恢复。 

短路保护 自恢复模式。短路时，产品无损伤。短路解除时，可自动恢复。 

过压保护 
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以下为调光示意图： 
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1. 不能将调光地线Dim -连接到输出线V-或者V+ 上，否则驱动器无法正常工作。  

2. 调光功能不使用时，Dim+ 线可悬空。 

3. 当调光方式为PWM 负逻辑调光，且调光线Dim+ 悬空时，驱动器输出最小电流。 
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↕σ驱动器在编程过程中无需上电。 

 

 ᴟ  PRG-MUL2 ᵷ ―Ѿ. 
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EUR-096SxxxST-0001 
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      HKK-D1500                                                                BLT-M1000 
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产品符合欧洲指令 2011/ 65/EC。  
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